
NORDICA PRODUCT SPECIFICATION SHEET

PRODUCT DESCRIPTION DIMENSIONAL TOLERANCE

Thickness 2.50 mm Thickness tolerance +/- 0.15mm

Top layer Type UV coat + PVC wear layer + PVC decor layer Width tolerance +/- 0.1mm

Thickness 0.50 mm Length tolerance +/- 0.5mm

Core Type Vinyl composite Height difference ≤ 0.15mm

Thickness 1.00 Gap between planks ≤ 0.20mm

Colour Black Cupping up ≤ 0.15% of the planks width

Density ≥ 1950kg/m3 Cupping down ≤ 0.2% of the planks width

Backing Type Vinyl composite End lift ≤ 0.2% of the planks length

Thickness 1.20 mm Bowing ≤ 0.2% of the planks length

Bevel 4-sided micro bevel Squarness ≤ 0.25mm/ 305mm

Edge sealer None PHYSICAL PROPERTIES

Locking system None Heat exposure resistance EN 434 ≤ 0.25%/0 mm

Type of installation Glue down Heat exposure resistance EN 434 ≤0.1%/0 mm

Underfloor heating Yes but under certain condition Swelling after submersion 
in water

EN 13329 ≤ 0.1%

CHEMICAL COMPOSITION Sound transmission class ASTM E413-10 27 dB

Formaldehyde emission E0 Impact insulation class ASTM E989-06 44 dB

PCP ≤ 1ppm Thermal conductivity EN 14041 0.07W/(m.k)

VOC (ISO 16000) NPD Reaction to fire EN 14041 Class B-S1

SURFACE PROPERTY Castor chair EN 425 Pass

Class of use EN 649 Residential (class 23), 
Medium commercial (Class 32)

Determination of flexibility EN 435 Pass

Abrasion Internal ≤ 0.015g/1000 rev Colour fastness to light EN 649 Pass

Scratch ISO 1518-1 ≥ 2500 g Resistance to staining EN 423 Not affected

Peeling strength EN 431 ≥ 38N/5cm

Indentation ASTM 1914 Average ≤ 8%, Max ≤ 10% 
Max 1.34 mm

EN 433 ≤ 0.1 mm

Impact EN 13329 ≥ 1600 mm

Static load ASTM F970 NPD

Slipperiness EN14041 Class DS
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